
Bellow pumps
Highly reliable bellows pumps for applications where 
durability matters. Our PE-series bellows pumps have 
been specially developed for high-purity liquids in 
various temperatures and pressure applications. Why 
change a winning team?

The proprietary PTFE bellows of our PE-series 
pumps provide excellent durability and 1:1 pump 
replacement, as originally supplied with your system.

SUPER-300 Pillar FittingsTM 
Are rated as the most reliable fittings in the world, 
and are especially used for high-temperature, high-
purity applications, featuring unparalleled safety 
by minimizing leakage. Enhanced from the original 
“Super Type” Fitting, the Super300 style fitting uses 
radial force as opposed to axial force to achieve 
high-sealing performance. The P-Series Super 300 
Type Pillar Fittings consist of a body, sleeve, union 
nut and gauge ring. The added “gauge ring” not only 
secures the union nut more firmly to the fitting body, 
but also produces an audible “click” once the union 
nut has reached maximum tightening capacities. This 
eliminates insufficient or over-tightening. This seal 
mechanism made it possible to reduce the tightening 
torque to approx. ⅓ – ½ of other fittings in the market.
 
The maximum working temperature is 200°C, and the 
tube holding strength is over the burst pressure of 
tube.
 
NIPPON PILLAR produces the whole range from 
molding, processing, assembling and cleaning, 
consistently in the clean room at its own factory 
(authorized by ISO9001, ISO14001). 

Bellow pumps & Fittings
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Fluid temperature (¼C)

Working range

200 ¼C/0.25 MPaG
(392 ¼F/36.3 psiG)

60 ¼C/0.7 MPaG
(140 ¼F/101.5 psiG)

Bellow Pumps Performance Curves for PE-20MA(N)
HQ Performance     Air Consumption              

Temp:80°C
(176°F)

Temp:20°C
(68°F)
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